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AS580-610G12-120 -
Half-Cell High Efficiency PV Module
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. | Low temperature coefficient (Pmax): Packaging ront e ok
II | -0.34 % /°C. 31pcs/pallet, 558pcs/40HQ container Remark: customized frame color and cable length available upon request
MECHANICAL SPECIFICATION OPERATING PARAMETERS
+ Better shading tolerance. Cell Mono Maximum System Voltage 1500vDC
No.of cells 120(6x20) Operating Temperature -40C~+85C
Cable Length 300mm(+)/300mm(-) Maximum Series Fuse 30A
Cable Cross Section Size  4mm? (IEC) Maximum StaticLoad,Front 5400Pa(112Ib/ft?)
MORE RELIABLE Junction Box IP68Rated,3diodes Maximum StaticLoad,Back 2400Pa(501b/ft?)
Connector MC4 Compatible Safety Class Class I
= Lower internal current,
= lower hot SpOt tem peratu re. ELECTRICAL CHARACTERISTICS STC:AM1.5 1000W/ m? 25 C NOCT :AM1.5 800W/ m?20C 1m/s  Test uncertainty for Pmax 3%
Module Type AS580G12-120  AS585G12-120 AS590G12-120  AS595G12-120  AS600G12-120  AS605G12-120  AS610G12-120
Testing Condition STC  NOCT  STC  NOCT STC NOCT STC  NOCT STC  NOCT STC  NOCT  STC  NOCT
@ Cell crack risk limited in small region, Maximum Power(Pmax/W) 580  435.2 585 4389 590 4427 595 446.4 600  450.2 605  453.9 610 457.7
enhance the module re|iabi|ity. Open Circuit Voltage(Voc/V) 4050 3800 4070 38.20 4090 3840  41.10 3860 4130 3880 4150 3890 41.70 39.10
Short Circuit Current(lsc/A) 1827 1476 1832 14.80 1837 1484 1842 1488 1847 1492 1852 1496 1857 15.30
Voltage at Maximum Power(Vmp/V) 3410 31.80 3430 32.00 3450 3220 3470 3240 3490 3260 3510 32.80 3530 32.90
*k*k Heavy snow load up to 5400 Pa, Current at Maximum Power(imp/A)  17.02  13.67  17.06 13.71 1711 1374 1715 1378 1720 13.82 1725 13.86 1729 13.89
=] wind load up to 2400 Pa. Module Efficiency(%) 20.50% 20.70% 20.80% 21.00% 21.20% 21.40% 21.60%
ADDITIONAL VALUE TEMPERATURE RATINGS IV CURVE(AS580-610612-120) .. ...
100% 25-Year Power Warranty Norminal Operating Cell Temperature(NOCT) 4312C : e - ey D
Temperature Coefficient of Isc +0.040%/ C
1 2 12—year Product Warra hty 0% 84.8% Temperature Coefficient of Voc -0.250%/ C
Temperature Coefficient of Pmax -0.340%/ C . -
80%
2 5 25-year Linear Performance Warranty 1 5 10 15 20 25 (vears) E-mail:info@amo-solar.com Website:www.amo-solar.com

Address: Flat/RM 803 Chevalier House 45-51 Chatham Road South Tsim Sha Tsui, KL, HK

0 So L AR Sales Center: Huijin International Building Xinjiekou Block, Nanjing, China

Sales Center: No 68 Taihu Road, Baohe Dsitrict, Hefei, Anhui, China
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oA ﬁg The specifications and key features contained in this datasheet may deviate slightly from our actual products due to the on-going innovation and product enhancement.
Amosolar reserves the right to make necessary adjustment to the information described herein at any time without further notice.

Please be kindly advised that PV modules should be handled and installed by qualified people who have professional skills and please carefully read the safety and
installation instructions before using our PV modules.



